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MARMOPOXY 

 
Solid Bi-component Epoxy Mastic 

 
PRODUCT DESCRIPTION: 

Epoxy Mastic without high-viscosity solvents. 

Low-odour during the application process, high 

hardness and great chemical-mechanical resistance. 
 

INSTRUCTIONS FOR USE: 

The surface needs to be clean, dry, without residues of 

dust or grease and/or waxes. Take the necessary 

amount of both components and mix them in 1:1 ratio. 

Resin (part A) and hardener (part B) need to be stored 

in the original packaging. In case of automatic dosing 

systems, avoid contact with metal parts or parts that 

can rust.  

During the gluing process do not use PVC, use only 

anti-rust plastics, do not mix with dirty tools. 

Recommended thickness: form 3.0 to 2.5mm. To 

colour it, use colouring pastes.  

Colour part A only before mixing the product. 

Accurately close the containers after each use. 

Keep the product stored away from the sun. 
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PACKAGING: 

LT.1 – KG.20 
 

STORAGE: 

The product is guaranteed 2 years when kept in normal conditions between 18-

25°C away from sources of heat, humidity and UV rays. 
 

SAFETY RULES: 

Read the safety data sheets before using the products and follow the 

instructions written on the label of the container.  
 

TECHNICAL DATA: 

Part A: Thixotropic paste 

Part B: Thixotropic paste 

Ratio mix: 100 + 100 

Gel time at 25°C: 15min 

Hardening time at 25°C (50% relative humidity): 90 min  

Hardening time at 40°C (10% relative humidity): 60 min  

Minimum reaction temperature: + 10°C 

Minimium working temperature after the hardening process: -25°C  

Maximum working temperature after the hardening process: +60°C  

Working time at 25°C: 12 h o u r s  
 

 

 

 

 

 

 

The technical advice whether verbal or in writing or by way of trials are given in good faith but without 

warranty. The application use or processing of the products are beyond our control and should be tested 

for their suitability and therefore your own responsibility. In no event shall ROYAL SRL be liable to the 

customer or anyone else for incidental or consequential damages, however occasioned. ALWAYS TEST 

FIRST 
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