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ROYAL HYPERBOND 
Pure epoxy styrene free cartridge 

 
 

PRODUCT DESCRIPTION: 

Two component, high strength anchoring system. 
Recommended for bonding threaded rod and reinforcing bar. 
The product guarantees high performances, strong fixing and 
excellent chemical resistance. 
The product ingredient is odorless and non-toxic, expansion 
and shrinkage free. 
Higher property for varied weather. 

 

INSTRUCTIONS FOR USE: 

Take out the cap, place the cartridge in the gun and 

apply the nozzle. Discharge the first 10 cm of product, 

so that it can mix well in the nozzle. Close the cartridge 

after each use, the product is sensitive to the air. Do 

not use the product if his temperature is under +15°C. 

PACKAGING: 

400ML 

SHELF LIFE: 

The product is guaranteed 18 months after 

manufactured day in dry and dark environment with 

temperature ranging from 10°C to 40°C away from 

humidity, direct sunlight and cold. 
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SAFETY: 

Read the instructions on the technical and safety data sheet before using the 

product. 
 

TECHNICAL DATA: 

Aspect part A: colored  

Aspect part B: coloured 

Ratio mix: 3:1 

Gel time at 20°C: 30 min 

Gel time at 30°C: 20 min. 

Full curing time at 20°C: 18h 

Full curing time at 30°C: 7h 

Minimum reaction temperature: + 15°C 

Minimum temperature of use after drying: -40°C 

Maximum temperature of use after drying: +80°C 
 

 
 

 

 

 

 

 

The above information is based on the latest stage of development and application technology. Due to a multiplicity 

of different influencing factors, this information – as well as other oral or written technical advises – must be 

considered as non-binding hints. The user is obliged in each particular case to conduct performance tests, including 

but not limited to trails of the product, in an inconspicuous area or fabrication of a sample piece. ALWAYS TEST FIRST 
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