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Born in 1969, he has spent his entire 
career in the family company, skilfully 
leading it to great success. He and 
his wife Katia have a daughter, Giulia, 
born in 2012. His observational skills, 
intuition and perseverance have 
allowed him to concentrate on the 
development of production models, 
with increasingly accurate machining 
and ever-more refined designs, 
creating a product which transforms 
the perceived space. Attention to 
detail and continuous research into 
technology and well-being opened 
up the road towards innovation, the 
main characteristic of all windows 
produced by Fossati Serramenti. The 
sole administrator of the company, 
he has striven to promote actions 
which have led Fossati Serramenti to 
become one of the main players in the 
Italian window market.

Giovanni Fossati 
President 
Fossati Serramenti Srl

Italian 
excellence 
in doors 
and 
windows 

Fossati Serramenti is a typically Italian company, 
a family-run business founded in 1920 on an idea 
by Giovanni Fossati. This year will be our 100th 
anniversary. 

Fossati Serramenti has given an industrial character to 
artisan production. We manage the entire production 
process with automated production lines and systems. 
Our attention to detail, passion for design, and focus 
on every single phase of the production cycle leads 
us to create made-to-measure products, thanks to 
the high quality of the raw materials which, with the 
exception of the PVC profiles, are entirely made in Italy. 

With 60,000 units produced per year, 270 delivered 
each and every day, the Fossati brand is now 
recognised as a major manufacturer, offering end 
customers a huge range of solutions through its  
made-to-measure product range.
 Giovanni Fossati
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Our Fossati Partners

Lifelong training for quality that stands the test of time

Fossati Serramenti can rely on a widespread network of 
Partners all over Italy. When you enter a Fossati Partner 
showroom, you are fully immersed in the brand’s style. 
This welcoming, sophisticated space is set up through a 
careful architectural plan made of clean, geometric lines 
and refined, essential colours. 
Attention has gone into every detail to enhance the fea-

tures of our doors and windows: the result is a harmonious 
setting where the products in our collections - with their 
special design combining artisan craftsmanship and inno-
vation - go perfectly with the surrounding furnishings and 
are meticulously balanced to give the customer an excep-
tional customer experience in an intimate, welcoming and 
familiar atmosphere.

Our strength is teamwork. This is why we invest in our staff 
and in the professional growth of our official representa-
tives and dealers.
Founded by Fossati for its own sales network, the Acca-
demia di Formazione (Training Academy) is one-of-a-kind 
in Italy and aims to provide staff with the tools required 

to handle any professional situation, delving deeper into 
commercial, assistance and installation issues, with a view 
to lifelong training. It is a great benefit for workers, tech-
nicians and sales agents, but also for customers, who get 
to deal with highly trained technical professionals who can 
offer the best advice based on individual needs.
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PVC is an innovative and incredibly versatile material. Eco-sustainable, 
no corrosion or biodegradation. Its technical characteristics ensure 
high performance and endless user options. 

conduct heat and therefore prevents thermal 
transmittance from inside and outside. 
There is therefore a considerable reduction 
in the energy consumption required by the 
heating and cooling processes for living 
areas, with lower CO2 emissions and a very 
positive impact in terms of environmental 
sustainability. 

Fossati PVC windows and doors are the 
perfect solution for any type of situation: 
thanks to their understated yet refined 
design with minimalist lines, they are 
designed to adapt to any style of interior 
design, from the most traditional to the 
most modern, and offer a wide range of 
customisation options, as well as a huge 
choice of colours, for a product that can meet 
any architectural, aesthetic and installation 
requirements. 

PVC is good for creating solid, long-lasting 
and high-performance fittings in terms of 
their functionality. 

PVC windows and doors can stand the test of 
time and withstand the weather. 

These fittings do not deteriorate and do 
not require special maintenance other than 
ordinary cleaning, which you can simply do 
with water or a light degreaser.

PVC is also a reliable material in the event of 
fires, as it has a considerably lower degree 
of toxicity than other materials generally 
deemed to be safe, and it does not catch fire 
or burn easily.

PVC windows and doors fit perfectly in any 
living area, creating an enjoyable level of 
heat, sound and visual comfort, as they help 
make spaces welcoming and quiet. 

The forms and thicknesses of the profile, 
formed of hollow chambers and reinforced 
with steel tubes, create effective resistance 
to various forms of stress.
This creates a window or door with high 
transmittance performance and advanced 
properties in terms of acoustic and thermal 
insulation. In fact, the structure of the 
profiles allows the installation of insulating 
glass that helps effectively block out 
unwanted external noise.
While the ability to maintain the desired 
temperature inside is guaranteed by the 
insulating properties of PVC, which does not 

PVC
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Corporate practice and culture are now based in a system of values that 
can be traced back to the concept of positive innovation. 

We carefully analyse the quality of suppliers’ 
production cycles, from where we buy 
our raw materials and parts, prioritising 
companies that focus on the simple values 
of the civil and circular economy. 

For us, sustainability is also about social 
cohesion, safe production processes and 
high-quality, well-lit, socially distanced 
workstations. 
These conditions are created by setting up 
internal organisational safeguards, 
intent on training staff with highly 
specialised skills, capable of attracting 
energetic young talent by providing clear 
information.

Sustainability is a complex process that 
involves the environment and society, 
manufacturing and culture, in order to create 
long-term value. It is not just about focusing 
on the environment, but is also a tool for 
growth and development. 

With this in mind, we launched our 
commitment to design and build window 
and door fittings that stand the test of 
time, featuring outstanding thermal 
insulation properties that lower the energy 
requirements of homes and buildings but 
also limit CO2 emissions which are so harmful 
for the climate and the environment. 

We strive to make sure that our production 
cycles have a low environmental impact, 
by using renewable energy and paying great 
attention to handling swarf, parts of the 
frame profiles which, particularly for PVC, are 
completely recycled and then fed back into 
the production cycle, with the exact same 
quality. 

SUSTAINABILITY
ECO
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COPLANAR SLIDING FRAMES
 
These windows and doors with simple lines suitable for 
medium-sized openings can increase and streamline living 
areas, turning verandas and terraces into closed, insulated 
environments filled with natural light.

LIFT-AND-SLIDE FRAMES
 
Lift-and-slide frames are designed to enhance views over the 
surrounding countryside and can sometimes replace entire 
walls. The cutting-edge technology means that these large 
glazed surfaces can slide completely safely and smoothly.

ESSENTIAL 
Their attention to detail lends character 
to any home, from a modern apartment to a more formal 
residence. Simple to use, 
these windows also offer the highest levels of long-term 
reliability. 

PERFORMANCE  
Climateklima windows, fitted with triple glazing as standard, 
offer outstanding insulation performance and are a cutting-edge 
product certified as a “Class A CasaClima High-Quality Window” 
by the CasaClima Agency in Bolzano.

VERSATILE 
High energy efficiency (thermal insulation). 
Also available in PLUS and ALU versions.

BRIGHT 
The reduced cross-sectional size of the sash profile increases 
the proportion of the glazed area, while keeping the same 76mm 
frame. 
Also available in a PLUS version.

Our Fossati Partners

PVC material 
 
Eco-sustainability
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BOXES

Available in a wide range of colours; with their simple design, 
they can be easily inspected from the front and guarantee 
excellent thermal and acoustic insulation.

UNIQUE 
Slim sash profile with exclusive extrusion, the first in Italy. 
Clean, sleek lines with maximum glazed area.  
Supports a single glass unit thickness of 28mm. Also available in 
an ALU version.

SPECIAL OPENINGS
 
Designed for particular architectural requirements that need 
special shapes, PVC is great for making curved or contoured 
shapes, both with fixed or opening sashes.
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Unique
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Upper window corner with 
exposed hinge

Handle detail on the reduced 
central junction

Lower window corner with 
exposed hinge

SYSTEM 
Class-A extruded PVC profiles 
with class “S” compounds (harsh 
climates). TPE/EPDM triple seal 
strip. 

FIXED FRAME 
Frame thickness of 76 mm, 5 
chambers with 15/10 mm thick 
steel reinforcements. French 
windows with 39 mm or 23 mm 
lowered threshold heights. 

SASH 
76x58 mm section sash profile, 
and 6 chambers with 20/10 
mm thick steel reinforcements. 
Aluminium external profile with 
an outer glazing bead frame and 
interlocking assembly with a PVC 
main body. Internal and external 
double-sided structural seal.

GLASS 
Double glazing with magnetronic 
low-e coating, warm-edge 
spacer, with a single thickness 
of 28 mm. The double glazing is 
held in place in the sash profile 

housing by an aluminium and 
double-sided outer glazing bead 
frame. 

HARDWARE 
Hinges: Drill-in tilt-and-turn 
type, which do not interrupt the 
continuity of the sash seal strip. 
Maximum hinge capacity 100 kg.

CLOSING SYSTEM 
Tilt-and-turn mechanism with 
adjustable-latch closure.

Fossati Serramenti has created Icon 
Centenario to celebrate 
the company’s 100-year 
anniversary.
 
Fossati Serramenti is the only 
company in Italy that makes 
windows and doors featuring a 
dedicated unique profile with 
exclusive extrusion. The reduced 
section of the sash allows for a 
large glazed surface. 

ICON CENTENARIO data sheet
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AVAILABLE FINISHES

Soft-Touch PVC finish 
WEISS ULTRAMATT

PVC finish 
Weiß RAL 9010

The Icon 
Centenario line 
comes with a 
selection of 
colours and 
solutions that 
meet current 
interior design 
trends to suit 
your style in 
any situation.

Soft-Touch PVC finish 
UMBRA ULTRAMATT  

Soft-Touch PVC finish 
ANTHRAZIT ULTRAMATT 

PVC finish 
BIANCO IN MASSA
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STRENGTHS
Reduced-profile sash

PVC frame  
5 x 76 mm chambers

Triple seal

Argon gas filled cavity

Warm-edge spacer bar

Gasket between sash and 
frame welded on 4 sides

Tubular steel reinforcement

Extruded slim sash profile exclusively made for Fossati Serramenti.

Clean, sleek lines with maximum glazed area.  
Supports a single glass unit thickness of 28mm.  

Also available in an ALU version.
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Bright
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Upper window corner with 
exposed hinge

Handle detail 
on the standard central 
junction

Lower window corner with 
exposed hinge

SYSTEM 
Class-A extruded PVC profiles with class “S” compounds 
(harsh climates). TPE/EPDM triple seal strip. Thermal 
transmittance of junction = 1.1 W/m2K.

FIXED FRAME 
Frame thickness of 76 mm, 5 chambers with 15/10 mm 
thick steel reinforcements.   French windows with 39 mm 
or 23 mm lowered threshold heights. 

SASH  
82x76 mm section sash profile, and 6 chambers with 20/10 
mm thick steel reinforcements. Glazing bead frames with 
square profile. 

GLASS  
Double glazing with magnetronic low-e coating, warm-
edge spacer, with maximum thickness of up to 52 mm. The 
double glazing is held in place in the sash profile housing 
by an outer glazing bead frame and sealed with suitable 
inner and outer gaskets.

HARDWARE  
Hinges: Drill-in tilt-and-turn type, which do not interrupt 
the continuity of the sash seal strip. Maximum hinge 
capacity 100 kg.   

Closing system: Tilt-and-turn mechanism with adjustable 
latch closure.

VISION76 and VISION76 PLUS data sheet
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THERMAL 
TRANSMITTANCE  
Uw=0,9 W/mqK with 
Ug=0,6 for 2-leaf window 
LxH 1230x1480 mm. 
Uw=1,23 W/mqK con 
Ug=1,1 for 2-leaf window 
LxH 1230x1480 mm.



WINDOWS

Soft-Touch PVC finish 
UMBRA ULTRAMATT  

Soft-Touch PVC finish 
STAHLBLAU ULTRAMATT

Soft-Touch PVC finish 
REINWEISS ULTRAMATT 

Soft-Touch PVC finish 
ANTHRAZIT ULTRAMATT 

PVC finish 
SHEFFIELD OAK GREY 

Available in 
many colour 
options, 
this line of 
windows 
and doors 
is designed 
to meet any 
aesthetic 
and design 
requirements.

RECOMMENDED FINISHES
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THERMAL INSULATION
Vision76: Uw up to 1.22 W/m2K

Vision76 Plus: Uw up to 0.89 W/m2K

SOUNDPROOFING
Vision76: Up to 43 dB

Vision76 Plus: Up to 45 dB

SECURITY
Up to Class RC2

STRENGTHS
Reduced-profile sash

PVC frame  
5 x 76 mm chambers

6-chamber PVC sash  

Triple seal

Argon gas filled cavity

Warm-edge spacer bar

Gasket between sash and 
frame welded on 4 sides

Tubular steel reinforcement

The reduced cross-sectional size of the sash profile increases 
the proportion of the glazed area, while keeping the same 

76mm frame. 
 

Also available in a PLUS version.
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LUMINOSITÀ Versatile
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SYSTEM 
Class-A extruded PVC profiles with class “S” compounds 
(harsh climates). TPE/EPDM triple seal strip. Thermal 
transmittance of junction = 1.1 W/m2K.

FIXED FRAME 
Frame thickness of 76 mm, 5 chambers with 15/10 mm 
thick steel reinforcements.   French windows with 39 
mm or 23 mm lowered threshold heights. 

SASH 
76x84 mm section sash profile, and 5 chambers with 
20/10 mm thick steel reinforcements. Glazing bead 
frames with square profile.

GLASS 
Double glazing with magnetronic low-e coating, warm-
edge spacer, with maximum thickness of up to 48 mm. 

The double glazing is held in place in the sash profile 
housing by an outer glazing bead frame and sealed with 
suitable inner and outer gaskets.

HARDWARE 
Hinges: Drill-in tilt-and-turn type, which do not 
interrupt the continuity of the sash seal strip. Maximum 
hinge capacity 100 kg.  

 
Closing system: Tilt-and-turn mechanism with 
adjustable latch closure.

SYSTEM 
Class-A extruded PVC profiles with class “S” compounds 
(harsh climates). TPE/EPDM triple seal strip. Thermal 
transmittance of junction = 1.1 W/m2K.

FIXED FRAME 
Frame thickness of 81 mm, including the aluminium 
coating, and 5 chambers with 15/10 mm thick steel 
reinforcements.   French windows with 39 mm or 23 mm 
lowered threshold heights. External finish with 13/10 
mm thick aluminium coating.

SASH 
78x86 mm section sash profile including aluminium 
coating, and 5 chambers with 20/10 mm thick steel 
reinforcements. Glazing bead frames with square 
profile. External finish with 13/10 mm thick aluminium 
coating. 

Mullion with internal clamp of minimum size.

GLASS 
Double glazing with magnetronic low-e coating, warm-
edge spacer, with maximum thickness of up to 48 mm. 
The double glazing is held in place in the sash profile 

housing by an outer glazing bead frame and sealed with 
suitable inner and outer gaskets.

HARDWARE 
Hinges: Drill-in tilt-and-turn type, which do not 
interrupt the continuity of the sash seal strip. Maximum 
hinge capacity 100 kg.   

Closing system: Tilt-and-turn mechanism with 
adjustable latch closure.

 LINEA76 and LINEA76 PLUS data sheet  LINEA76 ALU and LINEA76 ALU PLUS data sheet
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RECOMMENDED FINISHES

PVC finish 
Cremeweiß RAL 9001

PVC finish 
RAL 7016

PVC finish 
RAL 7001 (Glatt)

PVC finish 
EICHE HELL

Soft-Touch PVC finish 
GRAPHITSCHWARZ ULTRAMATT

Understated 
and essential, 
with many 
customisable 
colour options 
and a complete 
range of 
accessories, 
it suits any 
architectural 
and installation 
requirements.

Upper window corner with 
exposed hinge

Handle detail Lower window corner with 
exposed hinge
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THERMAL INSULATION
Linea76: Uw up to 1.22 W/mK

SOUNDPROOFING
Linea76: Rw up to 42 dB

SECURITY
Linea76: Up to Class Rc2

STRENGTHS

PVC frame  
5 x 76 mm chambers

Triple seal

Argon gas filled cavity

Warm-edge spacer bar

Gasket between sash and 
frame welded on 4 sides

Tubular steel reinforcement

Triple glazing for the Plus 
version

High energy efficiency (thermal insulation). 

Also available in PLUS and ALU versions.
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Performance
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Finitura PVC  
GOLDEN OAK

Finitura PVC  
NUSSBAUM

SISTEMA  
Profili in PVC estruso classe A, 
con mescole classe “S” (climi 
severi). Tripla guarnizione di 
battuta TPE/EPDM

TELAIO FISSO  
 Telaio spessore 82 mm, a 7 
camere, con rinforzi in acciaio 
di spessore 15/10 mm. Porte 
finestre con soglie ribassate di 
altezza 40 mm o 23 mm.

ANTA 
Profilo anta sezione 82x64 
mm, a 6 camere, con rinforzi in 

acciaio di spessore 20/10 mm. 
Cornici fermavetro con profilo 
squadrato.

VETRI  
Vetrocamera con trattamento 
basso emissivo magnetronico, 
distanziale a bordo caldo, con 
spessore massimo fino a 52 
mm. Il vetrocamera è tenuto in 
posizione nella sede del profilo 
anta da una cornice perimetrale 
fermavetro e sigillato dalle 
apposite guarnizioni interna ed 
esterna.

FERRAMENTA 
Cerniere: Tipo anta-ribalta a 
forare, che non interrompono 
la continuità della guarnizione 
di battuta dell’anta. Portata 
massima delle cerniere 100 kg. 
Sistema di  chiusura: Ferramenta 
anta-ribalta con chiusura a 
nottolini registrabili.

CARATTERISTICHE 
PRESTAZIONALI 
(Certificate da Fossati presso 
laboratorio accreditato T2i - 
Treviso)

Classe di permeabilità all’aria 
su finestra e porta finestra a 2 
ante: 4 • Classe di permeabilità 
all’acqua su finestra a 2 ante: 
E1200  
• Classe di permeabilità 
all’acqua su porta finestra a 
2 ante con profilo inferiore 
standard: 9A  
• Classe di permeabilità 
all’acqua su porta finestra a 
2 ante con profilo inferiore 
ribassato: 5A.  
 
Classe di resistenza al vento 
su finestra a 2 ante: C5 • 

Classe di resistenza al vento 
su porta finestra a 2 ante: C4 
• Classe di resistenza al vento 
su porta finestra a 2 ante con 
configurazione ferramenta 
TOP: C5. 

TRASMITTANZA TERMICA  
rispondente ai requisiti richiesti 
da CasaClima per classe “A”: Uf 
medio  calcolato con riferimento 
alla norma 10070_2 calcolo agli 
elementi finiti: FINESTRA Uf 
medio 1.1 – PORTA FINESTRA CON 
SOGLIA E TRAVERSO 1.2.

Scheda tecnica  CLIMATEKLIMA

Angolo superiore finestra, 
cerniera a vista

Particolare della maniglia Angolo inferiore finestra, 
cerniera a vista
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RECOMMENDED FINISHES

L’ampia scelta di 
personalizzazioni 
e di colori 
della linea 
Climateklima,  
si adattano ad 
ogni esigenza  
estetica.  
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FOSSATI SERRAMENTI srl
modello: CLIMATEK KLIMA

codice: 01.0/1 0096

THERMAL INSULATION
Climateklima W/m2k:  
Uw up to 0.9 W/m2K

SOUNDPROOFING
Climateklima: Up to 45 dB

SECURITY
Up to Class RC2

Climateklima windows, fitted with triple glazing as standard, 
offer exceptional technical insulation parameters and are also cutting-edge in terms of 

their performance. STRENGTHS
PVC frame 
7 x 82 mm chambers

6-chamber PVC sash  

 
Hardware with burglar-
resistant strikers as standard

Warm-edge spacer bar
Gasket between sash and 
frame welded on 4 sides

82x84 mm sash profile

Argon gas filled cavity

EPS tubular steel 
reinforcement with better 
thermal insulation

CasaClima FinestraQualità CERTIFICATION 2019 By adding EPS thermal 
insulation into the sash and frame main internal chambers, this triple glazing 

has obtained the prestigious “Class A CasaClima High-Quality Window” 
certification from the CasaClima Agency in Bolzano.
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Simplicity
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SYSTEM 
Class-A extruded PVC profiles 
with class “S” compounds 
(harsh climates). TPE/EPDM 
double-seal strip. Thermal 
transmittance of junction = 
1.3 W/m2K.

FIXED FRAME  
Frame thickness of 70 mm, 
5 chambers with 15/10 mm 
thick steel reinforcements. 
French windows with 36 or 
23 mm lowered threshold 
heights.

SASH 
70x70 mm section sash 
profile, and 5 chambers 
with 20/10 mm thick steel 
reinforcements. Glazing bead 
frames with square profile.

GLASS  
Double glazing with 
magnetronic low-e coating, 
warm-edge spacer, and glass 
thickness from 28mm to 
32mm.  
The double glazing is held 
in place in the sash profile 
housing by an outer glazing 

bead frame and sealed with 
suitable inner and outer 
gaskets.

HARDWARE 
Hinges: Drill-in tilt-and-turn 
type, which do not interrupt 
the continuity of the sash 
seal strip. Maximum hinge 
capacity 100 kg. Closing 
system: Tilt-and-turn 
mechanism with adjustable 
latch closure.

PERFORMANCE 
CHARACTERISTICS 
Certified by Fossati at the 
T2i accredited laboratory - 
Treviso.

Air permeability class 
of 2-leaf window and 
French window: 4 • Water 
permeability class of 
2-leaf window: 8A • Water 
permeability class of 2-leaf 
French window with standard 
bottom profile: 6A • Water 
permeability class of 2-leaf 
French window with lowered 

bottom profile: 5A

Wind resistance class of 
2-leaf window: C5 • Wind 
resistance class of 2-leaf 
French window: C3

ISOLTEK data sheet

Lifting safety 
device.

Internal central junction with 
symmetrical window-posts and 40 
mm internal and external crosspieces 
applied

Corner detail.  
Round glazing bead.

THERMAL 
TRANSMITTANCE 
Uw=1.3 W/m2K 
with Ug=1.1 for 
2-leaf window LxH 
1230x1480mm. Uw=1.1 
W/m2K with Ug=0.7 
for 2-leaf window LxH 
1230x1480 mm.

PVC finish 
Avorio MASSA

PVC finish 
GOLDEN OAK

RECOMMENDED FINISHES
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THERMAL INSULATION
Isoltek: Uw up to 1.3 W/m2K

SOUNDPROOFING
Isoltek: Up to 43 dB

SECURITY
Up to Class RC2

The attention to detail lends character 
to any home, from a modern apartment to a more formal residence.  

Simple to use, these windows also offer the highest levels of long-term reliability. 

STRENGTHS
PVC frame 
5 x 70 mm chambers

Double seal

Hardware with burglar-
resistant strikers as standard

Argon gas filled cavity

Warm-edge spacer bar

Stepped sash

Tubular steel reinforcement
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LUMINOSITÀ 

Lift-and-slide 
frames
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Detail of upper 
track of sliding 
sash

Be at one 
with the 
landscape
Lift-and-slide frames are designed 
to optimise space and enhance views 
over the surrounding countryside. 
They sometimes can replace entire 
walls. The cutting-edge technology 
means that these large glazed 
surfaces can slide completely safely 
and smoothly.

Lower threshold detailCentral junction detail

AVAILABLE MODELS

HST 
HST ZERO 

HST PLUS 
HST ZERO PLUS 

HST ALU* 

HST ALU PLUS* 

Performance characteristics:
• Air permeability class of 2-leaf opening French door with layout B: class 4 
• Water permeability class of 2-leaf opening French door with layout B: class 7A 
• Wind resistance class of 2-leaf opening French door with layout B: class B2 
• Thermal transmittance of 2-leaf French door: L x H 2000 x 2180 mm with Ug 1.1 W/m2K: 1.3 W/m2K

Performance characteristics:
• Air permeability class of 2-leaf opening French door with layout B: class 4 
• Water permeability class of 2-leaf opening French door with layout B: class 7A 
• Wind resistance class of 2-leaf opening French door with layout B: class B2 
• Thermal transmittance of 2-leaf French door: L x H 2000 x 2180 mm with Ug 0.6 W/m2K: 0.93 W/
m2K

Performance characteristics:
• Air-permeability class of French door with 2 opening leaves with layout B: class 4
• Water-permeability class of French door with 2 opening leaves with layout B: class 7A
• Wind resistance class of French door with 2 opening leaves with layout B: class B2
• Thermal transmittance of 2-leaf French door: L x H 2000 x 2180 mm with Ug 1.1 W/m2K: 1.3 W/m2K

Performance characteristics:
• Air-permeability class of French door with 2 opening leaves with layout B: class 4
• Water-permeability class of French door with 2 opening leaves with layout B: class 7A
• Wind resistance class of French door with 2 opening leaves with layout B: class B2
• Thermal transmittance of 2-leaf French door: L x H 2000 x 2180 mm with Ug 0.6 W/m2K: 0.93 W/
m2K

SLIDING PVC 

Lift and Slide 
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AVAILABLE LAYOUTS

PVC 

Lift-and-Slide Frames 

Layout A Left*

Layout A Right*

Layout E*

Layout B Left

Layout B Right

Layout F

HST ZEROHST

HST ZERO can be 
made with 
Layout A Left and 
Layout A Right 
openings.
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LUMINOSITÀ 
Coplanar 
sliding frames
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For all air-water-wind tightness values, as well as thermal 
transmittance and soundproofing, refer to the testing for 
the specific casement window models.

All the 
energy 
of light

These windows and 
doors with simple lines 

suitable for medium-
sized openings can 

optimise and increase 
the use of living areas, 

turning verandas and 
terraces into closed, 

perfectly insulated, 
secure environments 

filled with natural light.

   FEATURES

SLIDING PVC 

Coplanar 

External central column detail

Tilt opening upper detail

Central junction lower detail
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ECOSLIDE

The design of light

Layout A Left Layout A Right

Layout B Left Layout B Right

SLIDING PVC 

AVAILABLE LAYOUTS

Ecoslide data sheet
Reference to a sample with a sliding leaf and a fixed leaf

This product has been specially designed to meet the 
living requirements of places with a mild climate that do 
not need particularly strict standards in terms of thermal 
insulation. Intuitive and easy to use, it brings greater 
versatility for using living areas.

Ecoslide

PERFORMANCE CHARACTERISTICS

• Air permeability class: class 4 
• Water permeability class: class 5A 
• Wind resistance class: class C3/B3

THERMAL TRANSMITTANCE: Uw=1.4 W/m2K with 
Ug=1.1 for 2-leaf French door LxH 1480x2180 mm 
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Special 

Alternative solutions 
designed for any space

ARCH
PVC SYSTEMS Only for Linea76 and Vision76
ALUMINIUM SYSTEMS Available for all casement 
models
WOOD/ALUMINIUM SYSTEMS Only for Thermic 2.0

HORIZONTAL PIVOT
PVC SYSTEMS Only for Linea76 
ALUMINIUM 
WOOD/ALUMINIUM Only for Thermic 2.0
Available for all casement models

VERTICAL PIVOT
ALUMINIUM SYSTEMS

OUTWARD OPENING
PVC SYSTEMS – ALUMINIUM
Available for all front door models

CUSTOM SHAPES
PVC SYSTEMS – ALUMINIUM – ALU-CLAD TIMBER
Available for all casement models

Products with an innovative, 
refined, stylish design 
that can give character and 
personality to rooms.
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Customisation and performance
Boxes

 
PLATINUM 
TOP of the range PVC box with modular structure, 
front thickness of 24 mm, top thickness of 10 mm, 
brush and maximum insulation of 20 mm. Thermal 
insulation with frame located mid-wall: Usb 1.24 
W/m²K. Thermal insulation with frame located 
flush with inside of the wall: Usb 0.99 W/m²K 

GOLD 
PVC box with modular structure, front thickness of 
24 mm, top thickness of 10 mm, brush and 10 mm 
insulation. Thermal insulation with frame located 
mid-wall: Usb 1.49 W/m²K. Thermal insulation 
with frame located flush with inside of the wall: 
Usb 1.19 W/m²K

SILVER 
PVC box with modular structure, front thickness 
of 24 mm, top thickness of 10 mm, and brush. 
Thermal insulation with frame located mid-wall: 
Usb 1.93 W/m²K
Thermal insulation with frame located flush with 
inside of the wall: Usb 1.54 W/m²K

COMFORT  
PVC box with modular structure, front thickness 
of 24 mm and top thickness of 10 mm. Thermal 
insulation with frame located mid-wall:  Usb 3.97 
W/m²K. Thermal insulation with frame located 
flush with inside of the wall: Usb 3.12 W/m²K 

TYPE-30 
INSULATION 
Box made with extruded aluminium profiles, with 
interlocking closing system. Front panel removal 
for inspection. Suitable for both new installations 
and replacements. Sealing guaranteed by cell-
foam gaskets. Double front panel insulation (12 
mm + 20 mm of expanded polystyrene), and 40 
mm of expanded polystyrene for upper and lower 
insulation. Thermal insulation: Usb 1.2 W/m²K

TYPE-20 
INSULATION 
Box made with extruded aluminium profiles, with 
interlocking closing system. Front panel removal 
for inspection. Suitable for both new installations 
and replacements. Sealing guaranteed by cell-
foam gaskets. Front panel insulation comprising 
20 mm of expanded polystyrene, and 40 mm 
of expanded polystyrene for upper and lower 
insulation. Thermal insulation: Usb 1.4 W/m²K

NON-INSULATED 
Box made with extruded aluminium profiles, with 
interlocking closing system. Front panel removal 
for inspection.  
Suitable for both new installations and 
replacements.  Sealing guaranteed by cell-foam 
gaskets.

INSULATED THERMIC 
2.0 
Box with a solid softwood frame, outer and front 
panels in MDF, and all lacquered or coated
like the frames. Front panel with screw locking. 30 
mm internal insulation.

THERMIC 2.0 
Box with a solid softwood frame, outer and front 
panels in MDF, and all lacquered or coated like the 
frames. Front panel with screw locking.

PVC boxes
Aluminium 
boxes

Wood 
aluminium boxes

Made by using modular locking slats, 
they are available in a wide range 
of colours; with their simple design, 
they can be easily inspected from 
the front and guarantee excellent 
thermal and acoustic insulation in 
the Gold and Platinum versions. They 
are easy to use for renovations and 
can be adapted to various building 
requirements.

Assembled with extruded aluminium 
profiles, they are custom-made to 
meet any building requirements. They 
guarantee a high level of thermal and 
acoustic insulation.  
The front inspection panel is easy to 
remove.  
They come in many colour options.

Made from a wooden frame with outer 
panels, they are custom-made 
to meet any building requirements. 
They guarantee a high level of thermal 
and acoustic insulation.  
They come in the same colour options 
as the frame. Accessories

Interior shutters

Door 
panels

Muntin Bars

Venetian Blinds

Handles, Glass  

Hardware 
and security 
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The following models are available: 
• PSD diamond 
• PSB rusticated 
• PSP pantographed 
• PDO horizontal slats 
• PDV vertical slats 
• PSL smooth

The structure is made up of an 
insulating XPS core, two layers 
of MP and two film-coated PVC 
surfaces, like the frames. 

The perimeter thickness is 28 mm, 
and the panel body thickness is 36 
mm. Transmittance Up=1.12 W/m2K.

Panels made to measure consisting 
of a central insulating panel 
covered with two 12/10 aluminium 
layers, inside and outside. Finish 
in the same color as the frame. 
Smooth version available.

Made to measure with the exterior 
smooth aluminium layer, and 
interior lacquered like the frames, 
smooth or rusticated. They come in 
a variety of combinations, both for 
the basic version and for the high-
performance version, which has a 
double insulating layer.

Door panelsInterior shutters

Our door panels are 
made from Mineral 
Panel and internal 
insulation, innovative, 
strong and high-
performance materials, 
which ensure that the 
frame stays stable and 
effective. 

Available in many colour 
options and models.

These classic shutter solutions, used in certain 
areas and in specific types of construction, are 
made to measure by us. Shutters give a window 
a traditional look, and are considered by the 
regulations in force as an internal solar shading 
element, thus contributing to the performance of the 
window.

DOOR PANELS FOR PVC 
FRAMES

DOOR PANELS FOR 
METROPOLIS SERIES

DOOR PANELS FOR 
THERMIC 2.0 SERIES 
FRAMES

 
The shutter doors are made of film-coated water-repellent MDF, like the 
windows, and are 19 mm thick. Available in smooth and pantographed 
versions. The supporting and closure hardware comes in a silver or gold 
finish.

INTERIOR SHUTTERS FOR PVC FRAMES

Details made to measureDetails of your style
Muntin Bars

Muntin bars are 
decorative elements 
with strong links to the 
tradition and tastes of 
certain geographical 
areas. 

They can give the 
entire building a special 
character. They come in 
many different versions 
for the sections, colours, 
inside the double 
glazing or applied on the 
outside.

 
Two-sided muntin bars applied 
to glass with 25 – 40 – 55 mm 
sections in any color finish from 
the PVC color chart.

Not available for Alutek – Alutek 
Clima – Lightek Alu and Plus 
systems. Internal crosspieces 
available in 18 – 26 – 45 mm 
sections in various RAL finishes 
and film coatings matched with 
frame profiles.

 
Applied muntin bars not available.

Internal crosspieces: available 
with 18/26/45 mm sections, with 
the option of white, cream, gold or 
any RAL finish.

 
Applied crosspieces. 34 mm 
height interior profile in solid 
wood, like the frame. Exterior 
profile in trapezoidal section 
aluminium with a height of 34 
mm and coated like the exterior 
coatings (only horizontal 
available).  Internal crosspieces: 
available with 18/26/45 sections, 
with the option of white, cream, 
gold or any RAL finish (both 
horizontal and vertical available).

MUNTIN BARS FOR PVC 
FRAMES

MUNTIN BARS FOR 
DOOR AND WINDOW 
FRAMES MADE FROM 
ALUMINIUM

MUNTIN BARS FOR 
SERIES FRAMES 
THERMIC 2.0

Two-sided muntin bars applied to glass with 25/40/55 mm sections in any 
color finish from the PVC color chart (not available for Alutek - Alutek Clima - 
Alutek Clima Plus systems).

APPLIED MUNTIN BARS

Tradition and style

INTERNAL MUNTIN BARS
18/26/45 mm sections in various RAL finishes and film coatings matched 
with frame profiles
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Cord control Battery-powered motorized 
control unit

Internal 
Venetian 
blinds

The blind can be moved by means of 
a manual cord control (direction and 
lifting), manual knob (direction only), a 
rechargeable battery unit and an electric 
motor connected to the mains. When fully 
raised, the package occupies
only 3% of the height of the glass.

In the ScreenLine® system 
the sun shading is placed 
inside the cavity, between the two panes. 

This system does not alter the insulating properties 
of the glass (Ug), but absolutely improves 
the control of the sun's rays, 
being extremely adaptable 
according to requirements.

It corresponds to an external solar shading element 
according to the regulations in force.

Accessories of light

OPTIONAL

BENEFITS

Battery charger Solar unit

Radio remote 
control

• no dirt build-up
• no maintenance required
• no wear and tear
• light adjustment from 80% to 3% 
• solar factor adjustment from 70% to 13%

Available in pleated black-out version with solar 
shading of 99.9%.

CORD 
CONTROLS

BATTERY 
CONTROLS

PLEATED

SLATS

COLORS

ACCESSORIES

Electric motor control
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TOULON AVAILABLE 
FINISHES

Silver BronzeWhite Black

TOULON FOR WINDOWS AND FRONT DOORS

TOULON
SECURFORTE VERSION
Not available in bronze finish

TOULON
VERSION WITH KEY

Handles

Minimalist style for 
the Toulon handles 
by Fossati, inspired 
by design and 
lightness. 
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HANDLES FOR LIFT AND SLIDE FRAMES

Handles
HANDLES FOR WINDOWS AND COPLANAR DOORS
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FOSSATI IS ALL ABOUT
FRAMES, SHUTTERS AND ENTRANCE DOORS, 
ALL PROUDLY MANUFACTURED IN ITALY
AT THE COMPANY’S TWO FACTORIES IN PIACENZA 
SINCE 1920

Hardware
SECURITY AND ANTI-BURGLARY 
Contemporary buildings and panoramic views require ever-wider glazed openings, 
uninterrupted unique glass panels. To make the closing system and the smooth movement of 
the sash easy, secure and long-lasting, Fossati Serramenti uses a modular hardware system 
made and tested in Italy.  
The wide range of set-ups offered as standard can be further customised, upon request, 
using concealed hinges, security pins and anti-burglary kits.

The special hardened steel strikers allow the following tough tests to be passed:
• 3000 N thrust with hydraulic jack
• Impact of 50 kg mass dropped from a height of 450 mm
• Manual entry attempt with the tools specified in the standard

STATIC LOAD:
300 kg

DYNAMIC LOAD:
450 mm x 8 impacts
(variable depending on sash size).

MANUAL ENTRY ATTEMPT:
Beyond the 3 minutes’ resistance 
to break-in attempts required by 
the standard.

DELUXE, SECURITY, SECRET AND SECRET SECURITY

PVC HARDWARE

For Secret and Secret Security models, concealed hinges which are completely invisible with the sash closed, 
positioned flush in the clearance between the frame and sash. The concealed hinges allow the sash to be 
opened by around 100°

The following requirements must be solved on the 
glazed surface of the frame:

•  to make as much natural light as possible flow 
into the home

•  to guarantee suitable thermal insulation

•  to guarantee suitable acoustic insulation

•  to guarantee a level of security in the event 
 of a break-in

This is why Fossati Serramenti offers customers 
very different glass: low-e, selective, acoustic, with 
burglar-resistant certified film, and tempered. When 
combined with double or triple glazing, which is 
also designed depending on the building’s exposure, 
they optimise the energy efficiency of the entire 
house. This creates quieter, more welcoming and 
secure areas, where the lower heat transfer saves a 
considerable amount of energy.

Glazing



When we talk about color, the requirements are very high. All shades are highly resistant to light 
and weather conditions, and are scratch-resistant.  
In addition to solid colors, the profile coating systems also offer a complete range of wood-effect 
versions.

When we talk about color, the requirements are very high. All our shades guarantee high resistance to sunlight 
and weather, and are scratchproof. In addition to solid colours, the profile coating systems also offer a 
complete range of wood-effect versions.

PVC finishes

RAL 1015 RAL 1018 RAL 9018 RAL 7035 RAL 7038 RAL 7001

RAL 7039 RAL 7012 RAL 7015 RAL 7016 RAL 7001 (Glatt) RAL 7012 (Glatt)

RAL 7015 (Glatt) RAL 7016 (Seidenglatt) Aluminium Gebürstet CROWN PLATIN
(Metallic)

QUARZ PLATIN
(Metallic)

EARL PLATIN
(Metallic)

METBRUSH
MESSING

RAL 5007 RAL 5013 RAL 5011 RAL 5004 RAL 6001

RAL 6005 RAL 6009 MONUMENTENGRÜN RAL 3002 RAL 3003 RAL 3011

RAL 3005 SCHWARZBRAUN SIENA ROSSO SIENA NOCE

Soft Touch Finishes PVCSoft-Touch PVC finishes*

SPECTRAL ANTHRAZIT 
ULTRAMATT

SPECTRAL 
FENSTERGRAU 

ULTRAMATT

SPECTRAL UMBRA 
ULTRAMATT

SPECTRAL 
GRAPHITSCHWARZ

ULTRAMATT

SPECTRAL 
MONUMENTENGRÜN 

ULTRAMATT

SPECTRAL REINWEISS 
ULTRAMATT

SPECTRAL STAHLBLAU
ULTRAMATT

SPECTRAL 
TANNENGRÜN
ULTRAMATT

SPECTRAL WEISS 
ULTRAMATT

DOUGLASIE OREGON III BERGKIEFER EICHE HELL SHEFFIELD OAK SHOGUN AC

SHOGUN AD SHOGUN AF MOOREICHE EICHE RUSTIKAL MACORE MAHAGONI

ROSEWOOD BRAUN Cremeweiß RAL 9001 WINCHESTER STREIFENDOUGLASIE Weiß RAL 9010

GOLDEN OAK NUSSBAUM BIANCO MASSA AVORIO MASSA ALUX - DB703 SHEFFIELD OAK GREY

*These Soft-Touch finishes are available for Farnese entrance 
doors: 
 
SPECTRAL ANTHRAZIT ULTRAMATT
SPECTRAL FENSTERGRAU ULTRAMATT 
SPECTRAL WEISS ULTRAMATT
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Practical, long-lasting and completely recyclable, aluminium is great for various customised colours: 
powder, sublimation, “wood effect”, or oxidation coating. The two-tone option lets you choose two different 
colours for inside and outside. 

Aluminium finishes

HB1 - AL9010 MATT 960 - AL9016 MATT 910 - AL9001 MATT HB3 - AL1013 MATT 75O - AL 7035 MATT HE8 - AL 7001 MATT

PI4 - AL 7016 MATT 95O - AL 9005 MATT M28 - M2008 RA8 - AL 8017 MATT HB4 - AL 6005 MATT 91R - AL 9010 COARSE

HF1 - AL 9006 HV6 - AL 9007 M89 - M897 M39 - M392 M63 - M633 M20 - M2000

PI7 - MARS PH6 - COAL PI3 - SAND PI0 - STONE PH9 - MUD US8 - STAINLESS STEEL

US6 - GOLD HATT US7 - DARK BRONZE RB2 - AL0924 RB1 - AL3976 RB3 - AL6360

K94 - COARSE 
BLEACHED

K01 - CHERRY WOOD K39 - COARSE LIGHT
CHERRY WOOD

3D2 - 3D CHESTNUT K35 - COARSE WALNUT K31 - COARSE CHERRY 
WOOD

K40 - COARSE 
DOUGLAS

K93 - DARK
GOLDEN OAK
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The images and technical information in this catalogue are purely for informational and reference purposes only and refer to 
products which may be modified or changed during production or redesigns at any time and without warning, at the sole discretion 
of Fossati Serramenti S.r.l.. Under no circumstances may Fossati Serramenti S.r.l. be held liable in any way, or bound by its contents. 
The photos published refer to Fossati products which may also be placed in virtual environments. It is strictly prohibited to copy, 
modify or use the catalogue or its contents in any other way, even just partially (including publication on the Internet), without the 
prior written consent of Fossati Serramenti S.r.l.. Printed in October 2020.
 
For more information, please visit www.fossatiserramenti.it
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